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SN293/WL/140 
Stair nosing

Ardex A46

Concrete step

M6 x 50mm ss, csk,
Pozi m/c screws

DPC (under 
nosing)

6350 Rubber
Rawlnuts

NB: Nosing’s must be installed in such a way that  standing water is omitted. Please refer to AATi O&M Manual 
All AATi products are subject to our manufacturing tolerances and should be taken into consideration when installing

Notes: Specified grout/bedding compound - Ardex A46 rapid setting mortar. Ardex/grout to be flush with 
top of nosing. AATi do not recommend solely fixing the nosing with an adhesive & recommend mechanically 
fixing as shown.

Recess detail

AATi, 11 SWINBORNE DRIVE, SPRINGWOOD INDUSTRIAL ESTATE, BRAINTREE, ESSEX, CM7 2YP

Item: SN293/WL/140 Nosing
Date: 26/08/2020

Revision no: 1
Page no: 1/1

Fig 2. Sectional view of SN293/WL/140, Recess detail assembly

Application: Concrete cast in recess detail for SN293/WL/140 stair nosing as per Fig 1 & 2.

Fig 1. Sectional view of SN9/55 retro fit with woodscrew assembly

Fig 1. Sectional view of SN293/WL/140 Recess detail
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